
BASS GUITAR STRINGS

SUPERALLOY

ELECTRIC BASS IN344
LONG SCALE 34 4 STRINGS .045 .065 .080 .105

INFELD
INFELD bass strings deliver modern tone, with 
balanced spread across the frequency spec-
trum. They communicate in a full, well-round-
ed bass, throaty mids and solid treble without 
brittleness. Since the outer layer of windings 
is superalloy, the warm tone is retained. Plus, 
they are easier on your fretwork than stainless 
or allsteel strings.

INFELD Basssaiten liefern einen modernen, 
über das ganze Frequenzspektrum ausbalan-
cierten Klang. Sie transportieren in einem 
vollen, runden Bass kehlige Mitten und soli-
de Obertöne ohne eine Spur von Sprödheit. 
Da die äußere Schicht der Umspinnung aus 
Superalloy besteht, klingt der Ton sehr warm. 
Plus: die Bünde werden weniger abge nützt, als 
bei Stainless oder Stahlsaiten.

www.thomastik-infeld.com

IN34045
IN34065
IN34080
IN34105

 Set IN344 

IN34030
IN34045
IN34065
IN34080
IN34105 
IN34125

 Set IN346

IN34045
IN34065
IN34080
IN34105 
IN34125

 Set IN345 
LONG SCALE 34”  
cat.# note material  ins mm lbs kp
IN34030 C superalloy round wound hexcore .030 0.75 28.20 12.80
IN34045 G  superalloy round wound hexcore .045 1.14 44.97 20.40
IN34065 D  superalloy round wound hexcore .065 1.65 50.71 23.00
IN34080 A  superalloy round wound hexcore .080 2.03 44.50 20.23
IN34105 E  superalloy round wound hexcore .105 2.67 39.46 17.90
IN34125 B superalloy round wound hexcore .125 3.20 34.17 15.50

SUPER LONG SCALE 36” 
cat.# note material  ins mm lbs kp
IN36025 C superalloy round wound hexcore .025 0.63 27.23 12.35
IN36040 G superalloy round wound hexcore .040 1.01 37.92 17.20
IN36060 D superalloy round wound hexcore .060 1.56 48.28 21.90
IN36080 A superalloy round wound hexcore .080 2.02 44.09 20.00
IN36100 E superalloy round wound hexcore .100 2.49 39.68 18.00
IN36120 B superalloy round wound hexcore .120 3.00 31.20 14.20

IN36040
IN36060
IN36080
IN36100

IN36025
IN36040
IN36060
IN36080
IN36100 
IN36120

 Set IN366

 Set IN364 
IN36040
IN36060
IN36080
IN36100 
IN36120

 Set IN365 

= light = medium light



JAZZ ROUND WOUND 

= medium

This unique sounding string has a construc-
tion very similar to it’s flatwound counterpart 
but with slightly more edge. The round outer-
wrap is a small diameter nickel alloy winding 
which ads slightly more bite to the upright 
style tone without the typical roundwound 
side effects of excessive string squeak and 
premature fret wear. The set is designed 
with a lower tension and gauging to increase 
ease of playability and reduce strain on the 
instrument’s neck without sacrificing output.

Diese einzigartig klingende Saite ist ähnlich 
aufgebaut wie ihr Flat Wound Pendant, hat 
jedoch einen brillanten, kontrabassähnlichen 
Klang ohne den typischen Nebenerscheinun-
gen wie übermäßiges Quietschen der Saiten 
oder vorzeitige Bundabnützung. Dieser Saiten -
satz wurde für eine geringere Spannung 
sowie mit geringerer Stärke entwickelt, um 
ohne Leistungseinbußen die Spielbarkeit zu 
erleichtern und den Druck auf den Instrumen-
tenhals zu verringern.

SHORT SCALE 32”   
cat.# note material  ins mm lbs kp
JR32042 G  nickel round wound roundcore .042 1.07 30.42 13.80
JR32056 D  nickel round wound roundcore .056 1.42 33.28 15.10
JR32069 A  nickel round wound roundcore .069 1.75 28.10 12.75
JR32093 E  nickel round wound roundcore .093 2.35 28.95 12.95

LONG SCALE 34”  
cat.# note material  ins mm lbs kp
JR34029 C  nickel round wound roundcore .029 0.72 30.20 13.70
JR34043 G  nickel round wound roundcore .043 1.09 34.61 15.70
JR34051 D  nickel round wound roundcore .051 1.30 30.20 13.70
JR34068 A  nickel round wound roundcore .068 1.72 29.54 13.40
JR34089 F  nickel round wound roundcore .089 2.25 27.99 12.70
JR34118 B  nickel round wound roundcore .118 3.00 27.55 12.50

SUPER LONG SCALE 36” 
cat.# note material  ins mm lbs kp
JR36043 G  nickel round wound roundcore .043 1.09 40.34 18.30
JR36055 D  nickel round wound roundcore .055 1.40 40.34 18.30
JR36075 A nickel round wound roundcore .075 1.91 41.22 18.70
JR36101 E  nickel round wound roundcore .101 2.57 41.00 18.60

   
JR32042
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JR32069
JR32093   
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 Set JR364

 Set JR324
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JR34089   
JR34118

 Set JR346 

JR34043   
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JR34068
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JR34118

 Set JR345 
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JR34051
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 Set JR344 



Nobody knows flatwound bass strings better 
than THOMASTIK-INFELD. SPIROCORE strings 
by THOMASTIK-INFELD have been legendary 
among upright bassists for decades. Now the 
electric bassist can also experience the 
THOMASTIK-INFELD sound. THOMASTIK-INFELD 
utilizes a highly pliable steel core which is 
wrapped with a silk inlay. The outer winding is 
a true ribbon flatwound constructed of a spe-
cial nickel alloy. The result is an incredible 
depth of tone and an enhanced fundamental 
which is unavailable from any other flatwound.

THOMASTIK-INFELD ist der absolute Spezialist 
für Flat Wound Basssaiten. SPIROCORE Saiten 
von THOMASTIK-INFELD haben seit Jahrzehn-
ten einen legendären Ruf unter den gestande-
nen Bassisten. Jetzt kann auch der Elektro-
bassist endlich den Klang von THOMASTIK-
INFELD erleben. THOMASTIK-INFELD verwen-
det einen äußerst geschmeidigen Stahlkern, 
der mit einer Seideneinlage umwickelt ist. Bei 
der äußeren Umspinnung handelt es sich um 
eine echte Ribbon Flat Wound aus einer spezi-
ellen Nickel legierung. 

JAZZ FLAT WOUND 

All strings are available in bulk

Alle Saiten sind auch langgelegt erhältlich 

SHORT SCALE 32”   
cat.# note material  ins mm lbs kp
JF32043 G  nickel flat wound roundcore .043 1.09 32.80 14.87
JF32056 D  nickel flat wound roundcore .056 1.42 32.84 14.90
JF32070 A  nickel flat wound roundcore .070 1.78 27.66 12.55
JF32106 E  nickel flat wound roundcore .106 2.70 35.38 16.05

LONG SCALE 34”  
cat.# note material  ins mm lbs kp
JF34033 C  nickel flat wound roundcore .033 0.84 38.13 17.30
JF34043 G  nickel flat wound roundcore .043 1.09 37.03 16.80
JF34056 D  nickel flat wound roundcore .056 1.42 37.47 17.00
JF34070 A  nickel flat wound roundcore .070 1.78 31.30 14.20
JF34100 E  nickel flat wound roundcore .100 2.54 34.39 15.60
JF34136 B  nickel flat wound roundcore .136 3.47 34.83 15.80

SUPER LONG SCALE 36” 
cat.# note material  ins mm lbs kp
JF36044 G  nickel flat wound roundcore .044 1.12 41.88 19.00
JF36057 D  nickel flat wound roundcore .057 1.44 42.32 19.20
JF36072 A  nickel flat wound roundcore .072 1.83 35.71 16.20
JF36096 E  nickel flat wound roundcore .096 2.43 35.27 16.00
JF36136 B  nickel flat wound roundcore .136 3.47 34.83 15.80

   
JF32043
JF32056
JF32070
JF32106   

 
JF36044
JF36057
JF36072
JF36096
JF36136

 
JF36044
JF36057
JF36072
JF36096

 Set JF364  Set JF365

JF34033   
JF34043   
JF34056
JF34070
JF34100 

 Set JF346 

 Set JF324

JF34043   
JF34056
JF34070
JF34100   
JF34136   

 Set JF345 
JF34043   
JF34056
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JF34100   

 Set JF344 



www.thomastik-infeld.com
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BASS GUITAR STRINGS

cat.# note material   ins mm lbs kp
EB34032 C magnecore round wound hexcore .032 0.83 39.46 17.90
EB34047 G  magnecore round wound hexcore .047 1.20 46.40 21.05
EB34068 D  magnecore round wound hexcore .068 1.74 53.68 24.35
EB34080 A  magnecore round wound hexcore .080 2.05 42.76 19.40
EB34107 E  magnecore round wound hexcore .107 2.72 40.78 18.50
EB34119 B  magnecore round wound hexcore .119 3.04 27.99 12.70

Super Long Scale 36“ available on request

POWERBASS
The combination of THOMASTIK-INFELD’s 
powerful Magnecore winding wrapped onto 
an extremely flexible steel hex core give 
this set unmatched clarity and transparency 
while maintaining maximum output. Carefully 
researched tension and gauging wound on 
microprocessor controlled machines ensure 
string to string balance.

Die Kombination aus der starken Magnecore 
Umspinnung von THOMASTIK-INFELD und dem 
extrem flexiblen Sechskantstahlkern verleihen 
diesem Saitensatz seine unver gleich liche Klar-
heit und Transparenz bei gleichzeitig maxima-
ler Leistung. Sorgfältig entwickelte Spannung 
und Stärke, umspon nen auf Mikroprozessor 
gesteuer ten Maschinen, gewährleisten die 
Ausgewogenheit der einzelnen Saiten.

Ideal for acoustic bass guitars and piezo-
electric equipped solidbody basses. This set 
has a phosphor bronze round wound winding 
around a nylon core which produces a smooth, 
organic, upright bass tone.

Ideal für akustische Bassgitarren und Solid-
bodies mit Piezo-Tonabnehmern. Diese Saite 
hat einen Nylonkern mit einer Phosphor-Bronze 
Round Wound Umspinnung und bringt einen 
weichen, natürlichen, perlenden Basston.

ACOUSTIC BASS

EB34047
EB34068
EB34080
EB34107

EB34047
EB34068
EB34080
EB34107
EB34119 

EB34032 
EB34047
EB34068
EB34080
EB34107
EB34119 

 Set EB346

 Set EB345  Set EB344 

cat.# note material  ins mm lbs kp
AB34035 C  phosphorbronze round wound on nyloncore .035 0.88 27.2 12.30
AB34041 G  phosphorbronze round wound on nyloncore  .041 1.05 26.5 12.00
AB34053 D  phosphorbronze round wound on nyloncore  .053 1.35 29.2 13.25
AB34068 A  phosphorbronze round wound on nyloncore  .068 1.73 27.3 12.40
AB34086 E  phosphorbronze round wound on nyloncore  .086 2.18 26.5 12.00
AB34118 B  phosphorbronze round wound on nyloncore .118 3.00 28.4 12.90

AB34041
AB34053
AB34068
AB34086

 Set AB344 

AB34035
AB34041
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AB34068
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AB34118

 Set AB346
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